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SpeedTouch™ 330 

USB ADSL modem 



Features at-a-glance: 

• ADSL connection to the Internet 

• USB 1.1 connection to Computer 

• No external power adapter needed 

• software support for: 

- Windows 98, 98SE, 2000, ME and XP 

- Mac OS 8.6, 9 and X 

- Linux 



Pług and surf 

With the SpeedTouch 330, surfing the Internet becomes 
a whole new experience. Just pług your modem into the 
USB-port and let the fun begin. 

This ADSL modem combined with the Universal Serial 
Bus interface of your Computer offers a true plug-and-play 
installation. The SpeedTouch USB is the ideał solution for 
residential customers and teleworkers who want to use 
high-performance applications but can't afford to spend 
hours configuring their system. 


Easy installation 

The software delivered with the unit installs in just a few 
mouseclicks. Its ease of use has been field proven by the 
millions of users throughout the world that successfully 
configured their SpeedTouch 330 without any external help. 
The installer supports English, French, German, Spanish, 
Portuguese, Italian, Dutch and Swedish simultaneously on 
the same CD. In no time, the SpeedTouch 330 will be up 
and running. 


Trouble-Free 

The Universal Serial Bus is specifically designed to add 
external peripherals to a Computer system in a fast 
and easy way. Moreover, USB enables applications like 
high-speed Internet access over an ADSL modem by virtue 
of its high throughput. This explains why USB is becom- 
ing the most popular Computer peripheral interface. Most 
computers today come with one or morę USB ports. 


Customization 

The setup wizard has been designed to provide easy and 
flexible customization options for service providers looking 
for a product that blends nicely into their corporate look 
and feel and integrates with their other user interfaces. 

Ali network specific parameters can be pre-configured in 
the host software by the service provider, ensuring a true 
plug-and-play customer experience. Aprofile can be cre- 
ated for each customer type, giving access to the relevant 
ADSL service. 
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Technical summary 

> Hardware specifications 

• Interfaces: 

- Computer: Universal Serial Bus 

- WAN: ADSL linę RJ11 

• Dimensions: 25 x 110 x 70mm 
(0.98 x 4.33 x 2.75 in.) 

• Temperaturę: 0° to 40° C (32 to 105 F) 

• Humidity: 10% to 90% 

• No external power required 

> ADSL modem specifications_ 

• ADSL (ANSI, G.dmt, G.lite (automode and selection) 

• Up to 8Mb/s downstream, 832 kb/s upstream 

> Software specifications _ 

• Host software support for: 

- Windows 98, 98SE, 2000, ME and XP 

- Mac OS 8.6, 9 and X 

- Linux 

• Plug-and-play installation 

• Simple software upgrade procedurę 

• WAN protocol modules 

- Bridged Ethernet over ATM (RFC 2684) 

- Point-to-Point Protocol over ATM (RFC 2364) 

- Point-to-Point Protocol over Ethernet 

• embedded Client 

• 3rd party clients (NTS, WINPOET, RASPPPOE) 

• Multi-language support 

- English, French, German, Spanish, Portuguese, 
Italian, Dutch and Swedish 

- Multiple virtual CDs on single CD 

• Highly customizable GUI and settings 


Content of the box 

• 1 SpeedTouch 330 

• Telephone cable (RJ11) 

• Cable filter (optional) 

• Quick installation guide 

• SpeedTouch set-up CD-ROM 
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► For morę information: www.speedtouch.com 


Ali rights reserved ©2005, Thomson. 

Printed in EU. 330R35_ed01 

Ali trademarks are owned by their respective owners. 

Product specifications subject to change without prior notice. 



O THOMSON BRAND 










